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Loop Calibrator UPS-III-IS

The UPS-III-IS is a rugged and extremely compact loop calibrator. It is an essential tool for loop testing, 

instrument maintenance and valve set-up, with an easy-to-read display and simple-to-use time saving 

features.

• ATEX/IEC intrinsically safe

• Measure or source 0 to 24 mA . – Accuracy 0,015 % of reading

• Dual mA and % readout, linear or flow

Pressure Indicator DPI802

The DPI 800 Series is a complete range of advanced, robust and simple to use hand-held instruments. 

Highly cost effective, these tools are ideal for test/calibration of many popular process parameters. 

DPI802 Pressure Indicator.

• Single or dual range configuration. 22 different pressure ranges 25 mBar to 700 Bar

• mA measure, switch test and 24 VDC loop power

• Features; Hold, max/min/average, scaling, Tara and programmable leak test

Hand Pump PV411A

The PV411A is a high quality field proven pressure and vacuum hand pump providing functionality, which has 

never been seen before in a hand held pressure source. 

PV411A Hand pump – four in one.

• Vacuum : 95 %

• Low pressure: 0,1 mbar resolution

• Medium pressure pneumatic: to 60 bar

• High Pressure with water/oil: to 700 bar
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Multifunction Calibrator AMC620

Advanced Modular Calibration System from GE Sensing.

The Advanced Modular Calibration System uses three basic components to provide the multi-functionality to 

perform duties formerly requiring a wide range of different instrument:

• Its basic component is an ultra-compact, electrical, frequency and temperature calibrator,  

   which provides simultaneous measurement and source capabilities.

• Pressure measurement is provided by interchangeable pressure modules that can be attached 

   to the calibrator by a pressure module carrier.

• If pressure generation is required the calibrator and pressure module can be attached to one of three  

   pressure generation stations, to form a fully-integrated pressure calibrator, of unparalleled performance

Temperature Calibrator DBC650TC

DBC 650 Dry-block Temperature Calibrator

• Range + 50 til + 650°C

• Accuracy 0,5°C and stability at 0,05°C

The product range includes Temperature Source (TS) and Temperature Calibrator (TC) versions. 

Each version is available with a choice of two temperature ranges for use up to 150°C (DBC 150) or 

alternatively 650°C (DBC 650).

Druck control technology insures rapid settling time, excellent set-point stability and high accuracy.

For improved measurement uncertainty, a traceable Pt 100 reference probe can be positioned directly into the 

well insert. The probe output is measured and displayed by the DBC.

The TC version is a complete calibration system which simultaneously controls the reference temperature 

while measuring the device under test. In addition, loop power is provided for transmitters. In calibration 

mode the percentage error or temperature deviation is displayed together with the input and output readings.
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Instruments measuring, portable

Small testers

Description Type no. PackSize

Polhit 2 touch free
voltage detector AC

POLHIT 2 1 z<(kn$)n=aaaacj<
57.03383.000029

98.98.334.468

Polhit M magnetic field detector POLHIT M 1 z<(kn$)n=aaaadg<
57.03383.000036

98.98.334.471

Magnetic field tester
w/built-in light

35 1 z<(kq%%p=gcaadg<
57.06445.620036

63.98.402.055

Magnet field tester for control of
solenoid valves, electromagnets,
autoelectro, contactors, etc.

668 1 z<(kn)%p=aaaaaa<
57.03845.000000

49.98.006.688

Termometre

Description Type no. PackSize

Infra red thermometer
w/pistol grip
Measuring area: -50 to 1000°C

ELMA 615 1 z<(kq%%p=bfaacb<
57.06445.150021

63.98.206.743

Accessories Fluke

Description Type no. PackSize

Test lead wires red/black
probe and angled connectors

TL71 1 u<!*&*'*=abcigh<
00.95969.012867

20.98.011.232

Test lead wires red/black
probe and angled connectors

TL75 1 u<!*&*'*=abbfih<
00.95969.011587

20.98.011.258

Adapter double connector
BNC male

PM9082 1 u<!*&*'*=abfabb<
00.95969.015011

20.98.193.642

Accessories set for
Fluke 123 and 125

SCC120 1 u<!*&*'*=afcgfi<
00.95969.052658

20.98.195.006
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Description Type no. PackSize

Tester sheath
H: 192mm, W: 90 mm, W: 38mm

H5 1 u<!*&*'*=afhbjg<
00.95969.057196

20.98.195.501

Software for the 280 series FVF-SC2 1 u<!*&*'*=ajaeef<
00.95969.090445

20.98.199.413

Pliers clip set (red, black)
for modular test wires

AC283 1 u<!*&*'*=badebb<
00.95969.103411

20.98.200.276

Modular extension wires set
1,5 m silicone wires
straight connectors at both ends

TL221 1 u<!*&*'*=cagedd<
00.95969.206433

20.98.200.292

Silicone test wire set
right-angled connector
and straight connector

TL224 1 u<!*&*'*=badeec<
00.95969.103442

20.98.200.315

Modular test probe set
sharp 12 mm stainless bit

TP220 1 u<!*&*'*=bddcad<
00.95969.133203

20.98.200.328

Test wire set
Alligator clip, test prober
wires angle to angle

TL220 1 u<!*&*'*=cagefh<
00.95969.206457

20.98.200.331

Alligator clip set
f/TL71 and TL75 wires
f/pushing on

AC72 1 u<!*&*'*=bddcba<
00.95969.133210

20.98.200.519

Ampmeters Fluke

Description Type no. PackSize

Champ meter for metering of
power, current, resistance
and continuity

333 1 u<!*&*'*=aijcgf<
00.95969.089265

20.98.199.811

Champ meter for metering of
voltage, current, resistance
voltage peak and continuity

334 1 u<!*&*'*=aijcfi<
00.95969.089258

20.98.199.824

True RMS champ meter
Same data as for Fluke 335
plus metering of DC voltage

336 1 u<!*&*'*=aijcij<
00.95969.089289

20.98.199.840
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Installation Testers

Description Type no. PackSize

Insulation tester digital
test voltage 250, 500 and 1000V
metering area 0-19,99M- 199,9M

DIGI-MEG 1003 1 z<(kn&$o=biacae<
57.03534.180204

87.98.321.284

Current Probes Fluke

Description Type no. PackSize

Measuring principle: Hall sensor
Range 1-400 A
CAT III 600V

I410 1 u<!*&*'*=aeibje<
00.95969.048194

20.98.194.968

Measuring principle: Hall sensor
Range 1-600/1000A
CAT III 600V

I1010 1 u<!*&*'*=aeicaa<
00.95969.048200

20.98.194.971

Measuring range: 0,5-200A
Max. Conductor:Diam. 200mm
CAT III 600V

I200 1 u<!*&*'*=agdjdh<
00.95969.063937

20.98.195.938

Measuring range: 0,5-200A
Max. Conductor: Diam. 200mm
CAT III 600V

I200S 1 u<!*&*'*=agdjee<
00.95969.063944

20.98.195.941

Measuring range: 1-2000A
Max. Conductor: diam. 178mm
CAT III 600V

I2000 1 u<!*&*'*=agdheg<
00.95969.063746

20.98.196.173

Multimetre

Description Type no. PackSize

Touch free pole detector
200 to 1000V AC
EN61010-1 CAT IV 1000V

1AC-E1-II 1 u<!*&*'*=cjaibe<
00.95969.290814

20.98.000.007

Advanced multimeter for diagnostics
and logging for quick
clarification and troubleshooting

287 1 u<!*&*'*=dgjjda<
00.95969.369930

20.98.000.227

Advanced multimeter for diagnostics
and logging. Instrumented
motor rotation and low OHM measuring

289/FVF 1 u<!*&*'*=ebhbed<
00.95969.417143

20.98.000.243

Fluke 787
Process, multimeter &
calibrator in one

787 1 u<!*&*'*=aeidcd<
00.95969.048323

20.98.195.242
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Description Type no. PackSize

Fluke 54 II thermometer
Sensor type J,K,T,E,N,R,S
Inputs: double

51-II 1 u<!*&*'*=ahhgfb<
00.95969.077651

20.98.196.487

Fluke 187 True RMS multimeter
AC/DC voltage, current, resistance
capacitance, frequency, temperature

177 1 u<!*&*'*=ajfiie<
00.95969.095884

20.98.199.743

True RMS champ meter extended
w/ all functions for
current metering both AC and DC

337 1 u<!*&*'*=cifgbc<
00.95969.285612

20.98.199.853

Fluke 83V multimeter
AC/DC voltage, current, resistance
capacitance, frequency, conductance

83V 1 u<!*&*'*=cefcfi<
00.95969.245258

20.98.200.784

Fluke 87V True RMS multimeter
AC/DC voltage, current,resistance
capacitance, frequency,temperature

87V 1 u<!*&*'*=cefceb<
00.95969.245241

20.98.200.797

Temperatures Probes

Description Type no. PackSize

Ball probe/wire sensor type K
from ./. 40°C to +260°C

80PK-1 1 u<!*&*'*=aajhee<
00.95969.009744

20.98.012.532

Surface probe type K
from 0°C to 260°C

80PK-3A 1 u<!*&*'*=abcdhj<
00.95969.012379

20.98.012.545
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Solar is today a leading wholesaler within total deliveries and distribution of components for electricity, HWS 
and the ventilation trade in Northern Europe. With our new visionary Corporate Strategy – New Solar 2010, 
we are focusing on understanding the needs of our customers and give them the best integrated solutions 
with a guarantee for safe deliveries.

We are working every day on being the empathic partner as well as the strong expert in logistic solutions 
that ensure safe, fast and precise delivery within the fields of Lighting, Electrical Equipment, Cables, Industry 
Material, Communication, Ventilation, HWS, Security, Infra Structure and Marine/Offshore.

In a globalized and complicated world, it is important that we in cooperation with customers, collaborators 
and suppliers are taking charge of

	 -building up joint competences
	 -sharing our best experiences
	 -and thereby creating value for all of us

Many years of close cooperation with our customers has enabled us to develop tools that increase the 
workflow-efficiency of the customers, as for example our e-business concepts MobileLink, WebLink and 
WebStock.

Furthermore, Solar offers its customers courses and training at the education centre “Solar Skolen” and the 
best homepage of the trade www.solar.dk

Copyright Solar Danmark A/S
Since our products are constantly being developed further in the interest of our costumers, we reserve the right to make technical alter-
nations at any time.
All informations and recommendations in this catalogue are based on material provided by our manufactures and therefore reckoned 
reliable, however Solar is not responsible for any errors in print, article numbers, technical details, etc. contained in this catalogue.
Please note that used drawing and image material belongs to Solar and our suppliers.
Our general terms and conditions of sales can be found on www.solar.dk or sent by mail on request.Ja
nu

ar
y 

20
09

   
   

   
 0

3.
00

.0
50

.2
26

   
   

   
 5

7.
05

15
8.

05
02

22
   

   
   

   
   

   
[C

D
 v

er
si

on
: 0

3.
00

.0
50

.2
39

/5
7.

05
15

8.
05

02
39

]



Region North
Hellebarden 1
DK-9230 Svenstrup
Tel.	 +45 96 34 22 00

Frederikshavn
Knivholtvej 6
Tel.	 +45 96 20 22 00

Holstebro
Rasmus Færchs Vej 17
Tel.	 +45 96 10 09 00

Randers
Haraldsvej  26
Tel.	 +45 87 10 23 00

Silkeborg
Granhøjvej 12
Tel.	 +45 87 20 17 00

Aalborg
Lyngvej 1
Tel.	 +45 96 34 22 00

Århus
Runetoften16
Tel.	 +45 87 45 96 00

Main Office

Solar Danmark A/S
Industrivej Vest 43
DK-6600 Vejen
Tel.	 +45 76 96 12 00

Region South
Industrivej Vest 43
DK-6600 Vejen
Tel.	 +45 76 96 26 00

Kolding
Albuen 28
Tel.	 +45 76 96 26 00

Odense
Svendborgvej 102
Tel.	 +45 63 11 39 00

Sønderborg
Damgade 71
Tel.	 +45 73 42 06 00

Vejle
Niels Bohrs Vej 2
Tel.	 76 96 26 00

Solar Offshore
Industrivej Vest 43
DK-6600 Vejen
Tel.	 +45 76 96 21 50

Region East
Gammelager 14
DK-2605 Brøndby
Tel.	 +45 70 24 64 00

Brøndby
Gammelager 14
Tel.	 +45 70 24 64 00

Hillerød
Trollesmindeallé 14
Tel.	 +45 70 24 64 00

København NV
Bispevej 3
Tel.	 +45 70 24 64 00

København SV
Bådehavnsgade 42D
Tel.	 +45 70 24 64 00

Nykøbing F
Københavnsvej 9
Tel.	 +45 70 24 64 00

Slagelse
Elmedalsvej 12
Tel.	 +45 70 24 64 00

P/F Solar Føroyar 
Brekkutún 2, Hoyvik
Postboks 105
FO-110 Tórshavn
Tel.	 + 00 298 357 933

Solar Ventilation
Industrivej Vest 43
DK-6600 Vejen
Tel.	 +45 76 96 12 00

Solar VVS Nord
Hellebarden 1
9230  Svenstrup
Tel.	 +45 96 34 27 00

Solar VVS Syd
Industrivej Vest 43
DK-6600 Vejen
Tel.	 +45 79 96 20 30

Solar VVS Øst
Gammelager 14
DK-2605 Brøndby
Tel.	 +45 43 20 79 00

www.solar.dk


